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Table 1: Sizes for rockfall protection netting

L=Length (m) W=Width (m)
25 2,2.90, 3.90
50 2,2.90, 3.90

Other roll sizes can be manufactured.
All sizes and dimensions are nominal.
Tolerances of 0/+1 m of the length, and + M of the width shall be permitted.

Lacing Operations

Lacing operations can be made by using the tools shown in
Fig.5. Stainless steel (INOX) rings having the following
specification can be used instead of lacing wire (Figs. 3, 4):

X Steel type: AISI302 - AISI 304 - AISI 316

X diameter: 3.00 mm

X tensile strength: 1550 - 1745 MPa

X Pull-apart strength > 2.0 kN

Spacing of the rings shall not exceed 150 mm (Fig.3)

Quantity Request

When requesting a quote, please specify:

« size of rolls (length x width, see Fig.1),

« type of mesh,

* type of coating

EXAMPLE: No.100 rolls Length=25m, Width=2.90 - Mesh
type 8x10 - Wire diam. 2.70 mm - GalMac® and PoliMac®
coated

Table 2: Standard mesh - wire combination
Wire
M  Tolerance diameter

(mm) (mm) Int/Ext
(mm)

Nominal
Mesh Tensile
Strength
(kN/m)

Average

punching
load kN

Type

8x10 | 80 -0/+10 |2.70/3.70 55+5 70+5

Table 3: Standard wire diameter

. Selvedge Lacing
el wire wire
Internal diameter 2 mm 2.70 3.40 2.2
Wire tolerance () 2 mm 0.06 0.07 0.06
Min. quantity of 2
coating g/m 245 (2.70) | 265 (3.40) 230

Tava

Max 150mm

Figure 3: Lacing wire
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